PDF Compressor Pro
PI 1ers pointed short nose pliers

Order code Tip hrc  weight (gr) lenght (mm) Esdcode Notes

PN 2001 LR 48-50 78 146 PN 2001 D serrated, pointed short nose pliers

PN 2002 1 48-50 78 146 PN 2002 D smooth, pointed short nose pliers
PN20M L 48-50 60 136 PN20M D smooth, pointed short nose pliers

PN 5001 um 48-50 98 146 PN 5001 D serrated, pointed, short nose pliers; 5 mm
PN 5002 L] 48-50 98 146 PN 5002 D smooth, pointed, short nose pliers; 5mm

Flat short nose pliers

Order code Tip hrc  weight (gr) lenght (mm) Esd code

PN 2003 II 48-50 78 146 PN 2003 D serrated flat short nose pliers

PN 2004 il 48-50 78 146 PN 2004 D  smooth flat short nose pliers

PN 5003 il 48-50 98 146 PN 5003 D serrated, flat, short nose pliers; 5mm
PN 5004 Il 650 o 146 PN5004D  smooth, flat, short nose pliers; 5mm

Pointed long nose pliers

Order code Tip hrc  weight (gr) lenght (mm) Esd code

PN 2005 L 48-50 78 160 PN 2005 D serrated pointed long nose pliers

PN 2006 Em 48-50 78 160 PN 2006 D smooth pointed long nose pliers

PN 2015 'Y ) 48-50 78 160 PN 2015 D serrated pointed, rounded long nose pliers
PN 2016 a0 48-50 78 160 PN 2016 D smooth pointed, rounded long nose pliers
PN 2002 M a0 48-50 64 155 PN 2002 M D smooth pointed, rounded long nose pliers
PN 5005 L] 48-50 100 154 PN 5005 D serrated, pointed, long nose pliers; 5mm
PN 5006 EE 48-50 100 154 PN 5006 D smooth, pointed, long nose pliers; 5mm

Flat long nose pliers

Order code Tip hrc  weight (gr) lenght (mm) Esdcode Notes

PN 2007 II 48-50 78 160 PN 2007 D  serrated flat long nose pliers

PN 2008 II 48-50 78 160 PN 2008 D smooth flat long nose pliers

PN 2017 ‘. 48-50 78 160 PN 2017 D serrated flat, rounded long nose pliers
PN 2018 " 48-50 78 160 PN 2018 D smooth flat, rounded long nose pliers
PN 5007 II 48-50 100 154 PN 5007 D serrated, flat, long nose pliers; 5mm
PN 5008 Bl #4850 100 154 PN 5008 D smooth, flat, long nose pliers; 5mm

Rounded nose pliers

Order code Tip hrc  weight (gr) lenght (mm) Esdcode Notes

PN 5028 l. 48-50 100 154 PN 5028 D long nose pliers one round and one flat jaw

PN 5025 C QO 48-50 78 147 PN 5025 C D rounded nose and cutting tip
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PN 5025 48-50 98 154 PN 5025 D smooth rounded long nose pliers

PN 5025 z 48-50 98 154 PN 5025z D serrated rounded long nose pliers

PN 5025/1 48-50 98 146 PN 5025/1 D smooth rounded short nose pliers @ 1.6
PN 5025/2 48-50 100 154 PN 5025/2 D smooth rounded long nose pliers @ 1
PN 5025/3 48-50 98 146 PN 5025/3 D smooth rounded short nose pliers @ 1

Bent nose pliers

Order code i weight (gr) lenght (mm) Esd code

PN 2002 PM a0 48-50 64 147 PN 2002 PM D Smooth pointed rounded nose pliers bent at 45°
PNB 2005 L 48-50 78 152 PNB 2005 D  Serrated pointed long nose pliers bent at 45°
PNB 2006 ] | 48-50 78 152 PNB 2006 D  Smooth pointed long nose pliers bent at 45°
PNB 2007 II 48-50 78 152 PNB 2007 D  Serrated flat long nose pliers bent at 45°

PNB 2008 Bl 450 78 152 PNB 2008 D  Smooth flat long nose pliers bent at 45°

PNB 2015 a0 48-50 78 152 PNB 2015 D  Serrated sharp, rounded nose pliers bent at 45°
PNB 2016 a0 48-50 78 152 PNB 2016 D Smooth sharp, rounded nose pliers bent at 45°
PNB 2017 " 48-50 78 152 PNB 2017 D  Serrated flat, rounded nose pliers bent at 45°
PNB 2018 ‘. 48-50 78 152 PNB 2018 D  Smooth flat, rounded nose pliers bent at 45°

Pliers pointed short nose pliers

PN 2001

PN 2001: The PN 2001 is a serrated, 20
pointed short nose pliers suitable to be
used with all type of components. Steel I—“——

thickness 3.0mm.
ESD-safe handles version available. IZ[DID]IEIIDJJD
1
1.2 ’:ll

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PN 2001 PN 2001 D 48-50 78 146

PN 2002: The PN 2002 is a smooth,
pointed short nose pliers suitable to be
used with all type of components. Steel
thickness 3.0mm.

ESD-safe handles version available

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PN 2002 PN 2002 D 48-50 78 146

PN 20 M: Smooth pointed short nose
pliers, specially designed for delicate
work in electronics. Steel thickness
2.0mm. 12 0.5

ESD-safe handles version available. E ‘:H
ian

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PN 20 M PN 20 M D 48-50 60 136
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PN 5001

PN 5001: Serrated, pointed, short
nose pliers. For the general handling
of all types of components. Steel thick- 19

ness 5.0mm. 1.25
ESD-safe handles version available. ”

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PN 5001 PN 5001 D 48-50 98 146

PN 5002: Smooth, pointed, short nose
pliers. For the general handling of all
types of components. Steel thickness 19

5.0mm. 1.25
ESD-safe handles version available. ”

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PN 5002 PN 5002 D 48-50 98 146

Pliers fiat short nose pliers
PN 2003

PN2003: The PN 2003 is a serrated, 20

flat short nose pliers suitable to be

used with all type of components. Steel I—“——
thickness 3.0mm. |
ESD-safe handles version available. I:I]]]]ID]]]]]]]I

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PN 2003 PN 2003 D 48-50 78 146

PN 2004

PN 2004: The PN 2004 is a smooth, 20

II flat short nose pliers suitable to be 56
used with all type of components. Steel I‘—-
thickness 3.0mm. |
ESD-safe handles version available. I::

1
s li (] |
Order code ESD Order code Hre Weight (gr) Lenght (mm)
PN 2004 PN 2004 D 48-50 78 146

PN 5003: Serrated, flat, short nose
pliers. For the general handling of all

types of components. Steel thickness 1 1.25

5.0mm. 5

ESD-safe handles version available. ”
ST == m

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PN 5003 PN 5003 D 48-50 98 146

PN 5004

PN 5004: Smooth, flat, short nose
pliers. For the general handling of all
types of components. Steel thickness 19

5.0mm. 1.25
ESD-safe handles version available. ”

(¥ ¢ V'

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PN 5004 PN 5004 D 48-50 98 146
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| Pliers pointed long nose pliers
PN 2005

PN 2005: The PN 2005 is a serrated,
pointed long nose pliers ideal to be
used in difficult to reach areas. Steel
thickness 3.0mm.

ESD-safe handles version available.

ESD Order code Hre
PN 2005 D

Order code
PN 2005

32
28 §
T 1_2';_.
Weight (gr) Lenght (mm)

78 160

PN 2006

PN 2006: The PN 2006 is a smooth,
pointed long nose pliers ideal to be
used in difficult to reach areas. Steel
thickness 3.0mm.

ESD-safe handles version available.

ESD Order code Hre
PN 2006 D 48-50

Order code
PN 2006

Weight (gr) Lenght (mm)
78 160

PN2015: Serrated pointed, long nose
pliers, with rounded external edges
suitable for the handling of components
in high density areas without causing
damage.

Steel thickness 3.0mm.

ESD-safe handles version available.

ESD Order code Hre
PN 2015 D 48-50

Order code
PN 2015

PN 2016: Smooth pointed, long nose
pliers, with rounded external edges
suitable for the handling of components
in high density areas without causing
damage. Steel thickness 3.0mm.
ESD-safe handles version available.

ESD Order code Hre
PN 2016 D 48-50

Order code
PN 2016

PN 2002 M: Smooth, pointed long
nose pliers, with rounded external
edges and very thin tips. Ideal for
the handling of components in high
density area with no risk of damage.
Steel thickness 2.0mm.

ESD-safe handles version available.

Weight (gr) Lenght (mm)
78 160

32

Weight (gr) Lenght (mm)
78 160

D—-1

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PN 2002 M PN 2002 M D 48-50 64 155

PN 5005: Serrated, pointed, long

nose pliers. For the general handling 25

of all types of components. Steel I |

thickness 5.0mm. lI‘||H|HH|H|H”|”|H”|H|H|HHIIHIHHHmu

ESD-safe handles version available. 1.25

2—nunm

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PN 5005 PN 5005 D 48-50 100 154
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PN 5006

PN 5006: Smooth, pointed, long nose
pliers. For the general handling of all
types of components. Steel thickness
5.0mm.

ESD-safe handles version available.

ESD Order code Hre
PN 5006 D 48-50

Order code
PN 5006

Pliers st long nose pliers
PN 2007

PN 2007: The PN 2007 is a serrated,
flat long nose pliers ideal to be used in
difficult to reach areas. Steel thickness
3.0mm.

ESD-safe handles version available.

ESD Order code Hre
PN 2007 D 48-50

Order code
PN 2007

PN 2008

PN2008: The PN 2008 is a smooth,
flat long nose pliers ideal to be used in
difficult to reach areas. Steel thickness
3.0mm.

ESD-safe handles version available.

ESD Order code Hre
PN 2008 D 48-50

Order code
PN 2008

PN 2017

25
Al ————
1.25
_I.I_
2—/—an
Weight (gr) Lenght (mm)

100 154

EI]]]]]]]]]]]]]]]]]]I[[I]]]]]]s_l;II-I;_

Lenght (mm)
160

Weight (gr)
78

Weight (gr) Lenght (mm)
78 160

PN 2017: Serrated flat, long nose
pliers, with rounded external edges
suitable for the handling of components
in high density areas without causing
damage. Steel thickness 3.0mm.
ESD-safe handles version available.

ESD Order code Hre
PN 2017 D 48-50

Order code
PN 2017

32

=]

1
I:I]]I[[I]]]]]II]]]II]]]]]II]BSEI];

Weight (gr) Lenght (mm)
78 160

PN 2018

PN 2018: Smooth flat, long nose
‘ ' pliers, with rounded external edges
suitable for the handling of components
in high density areas without causing
damage. Steel thickness 3.0mm.
ESD-safe handles version available.

32
—w— "
O——— 3El1;

PN 2018 PN 2018 D 48-50 78
PN 5007
PN 5007: The PN 5007 is a serrated 25
flat long nose pliers ideal for the ==
handli f i {
e e e Dorony S
grip is needed. Steel thickness 5.0mm.
ESD-safe handles version available. 1.25
S |
Order code ESD Order code Hre Weight (gr) Lenght (mm)
PN 5007 PN 5007 D 48-50 100 154
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PN 5008

PN 5008: Smooth, flat, long nose
pliers, ideal for the handling of compo-
nents in poorly accessible areas and
where a strong grip is needed. Steel
thickness 5.0mm.

ESD-safe handles version available.

ESD Order code Hre
PN 5008 D 48-50

Order code
PN 5008

Pliers rounded nose pliers
PN 5028

PN 5028: Special long nose pliers,
with one flat and one round jaw. Steel
thickness 5.0mm

ESD-safe handles version available.

ESD Order code Hre
PN 5028 D 48-50

Order code
PN 5028

PN 5025 C

Weight (gr)
100

Lenght (mm)
154

N

N—
im— -

Weight (gr)

23
e o:z
23

Lenght (mm)

100 154

PN 5025 C: Special pliers, rounded
nose and cutting tip with induction
treatment.

Cutting force 3kg- copper wirel.02 (&
mm) - 18 {(awg)

Thickness 5 mm.

ESD-safe handles version available.

ESD Order code Hre
PN 5025 CD 48-50

Order code
PN 5025 C

15

([ J
2

Weight (gr)
78

=

Lenght (mm)
147

PN 5025: Smooth rounded long nose
pliers ideal for the handling of compo-
nents in dense areas without causing
damages.

Tips diameter 1.8mm. Nose
26mm.

Steel thickness 5.0mm.
ESD-safe handles version available.

length

ESD Order code Hre
PN 5025 D 48-50

Order code
PN 5025

L1 =
o0 1.8
Weight (gr) Lenght (mm)
98 154

PN 5025 2: Serrated rounded long
nose pliers, ideal for the handling of
components in high density areas
without causing damages.

Tips diameter 1.8 mm. Nose length
26mm.

Steel thickness 5.0mm

ESD-safe handles version available.

PN 5025/1: Smooth rounded short
nose pliers, ideal for the handling of
components in high density areas
without causing damage.

Tips diameter 1.6 mm. Nose length
20mm.

Steel thickness 5.0mm

ESD-safe handles version available.

ESD Order code Hre
PN 5025/1 D 48-50

Order code
PN 5025/1

ey

[ X ] 1.8

§

Weight (gr)

Lenght (mm)
98 146
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PN 5025/2

PN 5025/2: Smooth rounded long
nose pliers, ideal for the handling of
components in high density areas with-
out causing damage.

Tips diameter 1.0 mm. Nose length
26mm.

Steel thickness 5.0mm

ESD-safe handles version available.

Order code ESD Order code Hre
PN 5025/2 PN 5025/2 D 48-50
PN 5025/3

PN 5025/3: Smooth rounded short
nose pliers, ideal for the handling of
components in high density areas
without causing damage.

Tips diameter 1.0 mm.

Nose length 20mm. Steel thickness
5.0mm

ESD-safe handles version available.

ESD Order code Hre
PN 5025/3 D

Order code
PN 5025/3

Pliers vent nose pliers

PN 2002 PM

PN2002 PM: Smooth, 45° angled
long nose pliers with rounded external
edges. Thanks to its shape, it gives a
wide angle of vision of the work area.
Steel thickness 2.0mm.

ESD-safe handles version available .

ESD Order code Hre
PN 2002 PM D 48-50

Order code
PN 2002 PM

PNB 2005

-

.A«

Lenght (mm)

Weight (gr)
100 154
20
B | L
Weight (gr) Lenght (mm)

98 146

\{"
0.5 1

Weight (gr)
64

Lenght (mm)

PNB 2005: Serrated pointed long

nose pliers bent at 45°. Thanks to its
shape, it gives a wide angle of vision
of the work area and suitable for the
handling of components in difficult to
reach areas. Steel thickness 3.0mm.
ESD-safe handles version available.

ESD Order code Hre
PNB 2005 D

Order code
PNB 2005

PNB 2006

PNB 2006: Smooth pointed long nose
pliers bent at 45°. Thanks to its shape,
it gives a wide angle of vision of the
work area and suitable for the handling
of components in difficult to reach
areas. Steel thickness 3.0mm.
ESD-safe handles version available.

Weight (gr) Lenght (mm)
78 152

45°

16

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PNB 2006 PNB 2006 D 48-50 78 152
PNB 2007
PNB 2007: Serrated flat long nose oy
pliers bent at 45°. Thanks to its shape, h
it gives a wide angle of vision of the as°
work area and suitable for the handling
of components in difficult to reach
areas. Steel thickness 3.0mm.
ESD-safe handles version available.
Order code ESD Order code Hre Weight (gr) Lenght (mm)
PNB 2007 PNB 2007 D 48-50 78 152
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PNB 2008

II PNB 2008: Smooth flat long nose
pliers bent at 45°. Thanks to its shape,
it gives a wide angle of vision of the 45°
o\ work area and suitable for the handling
of components in difficult to reach
" areas. Steel thickness 3.0mm. 16
ESD-safe handles version available. 1

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PNB 2008 PNB 2008 D 48-50 78 152

PNB 2015

PNB 2015: The PNB 2015 has a
serrated, pointed and externally

rounded nose, bent at 45°, suitable for 45°

the handling of components in difficult i

to reach areas. Steel thickness 3.0mm. 16
ESD-safe handles version available. 1

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PNB 2015 PNB 2015 D 48-50 78

PNB 2016

PNB 2016: Smooth  pointed,
externally rounded nose pliers bent

at 45°, suitable for the handling of 45°
components in difficult to reach areas.

Steel thickness 3.0mm.

ESD-safe handles version available.

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PNB 2016 PNB 2016 D 48-50 78 152

PNB 2017

PNB 2017: Serrated flat, externally
rounded nose pliers bent at 45°, suit-
able for the handling of components in
difficult to reach areas. Steel thickness
3.0mm.

ESD-safe handles version available.

45°

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PNB 2017 PNB 2017 D 48-50 78

PNB 2018

PNB 2018: Smooth flat, externally
rounded nose pliers bent at 45°,
suitable for the handling of components
in difficult to reach areas. Steel
thickness 3.0mm.

ESD-safe handles version available.

45°

Order code ESD Order code Hre Weight (gr) Lenght (mm)
PNB 2018 PNB 2018 D 48-50 78 152



http://www.pdfcompressor.org/buy.html

	EN15
	EN16
	EN17
	EN18
	EN19
	EN20
	EN21
	EN22

